
EC-Type-Examination
in accordance with Directive 97l23lEC

01202 642-8-15 2003, Rev. 1

Goetze KG Armaturen
Robert-Mayer-Str. 21

D-71636 Ludwigsburg

It is herewith certified that the EC-Type Example
mentioned below meets the requirements of the
Directive 97l23lEC.

EC-Type-Examination (Module B)

642-15-2003, 5. supplement

Safety Valve
Design: direct acting spring loaded safety valve
Type: 812: 1811; 1812; 1812 DB; 813; 412;

413
use for: D/G or F/KS acc. test report
Size: DN 15 (112"), DN 20 (314'),

DN 25 (1',), DN 32 (1 114"),

DN 40 (1 1t2"), DN 50 (2')
Pressure: Fil(S: 0,2 - 6,0 bar

DIG:0,2 - 50 bar

see manufacturer
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Dipl. lng. Dieter Steinkamp

A rüvRheintand=

Certificate

Certificate No.:

Name and address of the
manufacturer:

Tested acc. to Directive 97l23lEC:

Test report No.:

Description of Type Example:

Production Site:

Valid until:

Directive 97l23lEC.

Aachen, July 14.2016

TÜV Rheinland-Certifi cation Body
for Pressure Equipment
TÜV Rheinland Industrie Service GmbH
Notified Body, lD-No. 0035
Am Grauen Stein, D-51105 Köln

Außenstelle
Krefelder str. 225, 52070 Aachen,reL ++49-24111825-870
E-Mail: service-is-mw@de.tuv.com

The CE marking must not be affixed and the Declaration of Conformity not be issued prior
to completion of the corresponding conformity assessment procedure according!51

15-2003 EG-B Zert_E SNT

www.tuv.com
Genau. Richtig.


